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FOR OXIDATION DEGRADATION IN SELECTIVE SOLDERING NOZZLES

Fleischmann, Josef (Germany); I. Sdnchez, Ana (Spain)?; Trull, Oscar (Spain)%; Goehringer, Juergen (Germany)?

1 - Institute for Digital Production Management,University of Applied Sciences, Ansbach, Germany; 2 -
Department of Statistics and Operational Research, MEDASEGI research group, Universitat Politecnica de
Valéncia; 3 - Institute for Digital Production Management, University of Applied Sciences, Ansbach, Germany

Selective soldering plays a pivotal role in the manufacturing of printed circuit boards (PCBs), especially for through-hole
technology (THT) components, where molten solder flows from a nozzle to create a continuous 360° wave around the
part. The consistency of this wave is crucial for reliable electrical and mechanical connections. However, repeated
exposure to high temperatures (up to 300°C) and molten solder (e.g., Sn-Pb or SAC alloys) causes nozzle oxidation,
leading to impurity buildup and irregular waves. This degradation results in defective solder joints, compromising product
quality, increasing rework costs, and potentially causing production downtime. Current monitoring relies on manual visual
inspections, which are subjective and delayed, or rule-based image algorithms prone to noise and requiring frequent
recalibration. To overcome these limitations, this paper investigates autoencoders - a neural network for unsupervised
anomaly detection that reconstruct input images and flag deviations via reconstruction errors [1]. Data was collected from
camera-monitored nozzles under controlled conditions. Preprocessing included grayscale conversion, Gaussian blurring,
normalization, and resizing. The usage of autoencoders in general is evaluated, with a focus on a multi-layered
architecture. The model was trained on operable images using mean squared error (MSE) as loss function and anomalies
were detected via high MSE thresholds. Performance was assessed with MSE distributions and receiver operating
characteristic (ROC) curves, using area under the curve (AUC) as the primary metric. The results show that the autoencoder
achieves an AUC of 95% with clear MSE separation, due to better capture of global anomalies. This paper presents the an
application of autoencoders to real-time nozzle oxidation detection in selective soldering, filling a gap in Al for tool-
specific degradation.
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