
AA - Application Areas | Abstract (and subsequent Paper)

OC - (26279) - MODELLING THE DEGRADATION RATE OF WOODEN UTILITY POLES IN GROUND
CONTACT

 Pedersen, Tom Ivar (Norway)1; Istad, Maren (Norway)1

1 - SINTEF Energy Research

Wooden utility poles are used in power grids worldwide. Due to the large number of poles, models that can improve the

inspection planning and renewal decisions for these components have the potential to yield considerable cost savings. In

this paper, one of the most widely used models for the degradation of wood in ground contact, the Australian Timberlife

model, is compared with inspection data from more than 11,000 utility poles collected from the Norwegian power grid.

This comparison shows that the original Timberlife model considerably underestimates the number of degraded poles in

the collected inspection data. To improve the predictive accuracy of utility pole degradation rates, this paper proposes

updated degradation models based on the existing Timberlife model and collected inspection data, using a Bayesian

workflow. In the updated models, climate (i.e., precipitation and temperature), land type (i.e., forest, agricultural, or built-

up area), and preservation treatment (i.e., creosote or CCA) are considered when predicting the degradation rate. The

updated models are shown to provide better predictions of the number of degraded poles on a test set of the collected

inspection data compared to the original Timberlife model.
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