
AA - Application Areas | Abstract (and subsequent Paper)

OC - (27869) - TOWARDS THE SAFE DEPLOYMENT OF GNSS-BASED LOCALISATION FOR
AUTONOMOUS TRAINS: A PRELIMINARY HAZARD ANALYSIS

 Evan, Samzun (France)1; Joelle, Al-Hage (France)2; Mohamed, Sallak (France)2; Anis, Ziadi (France)1

1 - Syntony GNSS; 2 - Université de Technologie de Compiègne, CNRS, Heudiasyc, France

Several European projects have investigated GNSS (Global Navigation Satellite System)-based approaches to simplify

signalling architectures and reduce railway infrastructure costs by migrating more functions on board and relying on

virtual blocks instead of traditional fixed-block operation.

In this context, the ECOTRAIN project builds its signalling system around a GNSS-based train localisation solution.

ECOTRAIN aims to develop an autonomous railway shuttle designed to reopen abandoned rural lines. However,

introducing GNSS into safety-critical functions creates new failure modes and threat scenarios that challenge existing

safety certification practices. A major challenge lies in the certification of such a system. Existing work focuses on

improving localisation performance, while the dependability of GNSS-based localisation as part of the signalling chain

remains insufficiently explored. This paper presents a first step towards the certification of a GNSS-based localisation

function through a Preliminary Hazard Analysis (PHA) carried out for autonomous shuttle systems. 

This PHA identifies GNSS-related events that may lead to hazardous train movements and provides an initial risk ranking

that can guide future design decisions. The analysis combines a functional description of the localisation chain and a

review of safety-related events from affiliated rail systems (tramways and conventional trains) to compensate for the lack

of operational data from autonomous shuttles. The PHA highlights a few dominant scenarios, including derailment due to

erroneous or unavailable GNSS position information. For these scenarios, the paper derives sets of initiating GNSS failures

for later quantitative analysis.

The scientific contribution of this work is two-fold. First, it proposes a hazard identification approach adapted to the

context of autonomous shuttle safety events by combining functional analysis with extrapolation from related rail

accident history. Second, it establishes links between GNSS failure modes and system-level hazards within an EN 50129-

compliant signalling safety case, thereby defining a structured basis for future quantitative safety evaluations.
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